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Description of Area Runoff Coefficients
Business:

Downtown Areas . . ...........oiuiiiinn. 0.70 to 0.95

Neighborhood Areas ............................ 0.50 to 0.70
Residential:

Single-Family Areas . . ........................... 0.30 to 0.50

Multi-Units, Detached ................ ... ....... 0.40 to 0.50

Multi-Units, Attached . . ............... ... ........ 0.60 to 0.70
Residential (Suburban) . ............. ... ... ... ... ... ... 0.25 t0 0.40
Apartment Dwelling Areas . . ..............coiiiinan... 0.50 to 0.70
Industrial:

Light Areas .. ...t 0.50 to 0.80

Heavy Areas .. ...... ... ... i, 0.60 to 0.90

Unimproved Storage Areas . ...................... 0.20 to 0.50
Parks, Cemeteries . . ..o oottt 0.10t0 0.25
Playgrounds . .. ... ... ... i 0.20 to 0.35
Railroad Yard Areas .. ...... ... 0.20 to 0.35
Unimproved Areas .. ...ttt 0.10 to 0.30
Streets:

Concrete . . ..oov i 0.80 to 0.95

Asphalt. ... ... ... .. 0.70 to 0.95
Drivesand Walks . ........ ... ... ... .. ... . .. ... 0.75 to 0.85
Roofs . ... 0.75 t0 0.95
Lawns, Sandy Soil:

Flat,2% .. ... 0.05t0 0.10

Average, 2-7T% . . ... 0.10to 0.15

Steep,>7% . oo 0.15to0 0.25
Lawns, Heavy Soil:

Flat, 2% .. ..o 0.10 to 0.20

Average, 2-7% . . oo 0.15t0 0.25

Steep, >7% . v 0.25t0 0.35
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Runoff Coefficients (Rural Areas)

Description of Area Runoff Coefficients
Roadways:

Concrete . . ...oii i 0.80 to 0.95

Asphalt. ... ... .. . . . 0.70 to 0.95

Gravel . ... .. 0.40 to 0.60
Roadway Ditches . ............ ... ... ... ... ... ... ..... 0.20 to 0.50
Forested Areas . ............. .. ... 0.10 to 0.30
Meadows . . ... 0.10 to 0.40
Pasture Land . .......... ... ... .. .. .. . ... ... 0.20 to 0.45
Cultivated Land, Sand and Gravel:

Flat,2% . . .. ..o 0.20 to 0.30

Average, 2-7% . ..o 0.30 to 0.35

Steep, >7% . oo 0.35t0 0.45
Cultivated Land, Clay and Loam:

Flat, 2% . ... ... 0.30to0 0.45

Average, 2-7% .. oo 0.45 to 0.55

Steep, >7% . oo 0.55t0 0.70

Note: For all of the above, use the lower values for flat slopes or permeable soils; use the
higher values for steep slopes or impermeable soils.



